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Il Flyingbelt & un impianto di trasporto aereo su fune
con nastro trasportatore in conca profonda semicir-
colare che racchiude in se i vantaggi dei trasportatori
classici per lunghe distanze, quali ad esempio:

- possibilita di tamburi motori multipli;

- sistemi di avanzamento booster (motorizzazione
intermedia);

- possibilita di sostegni in appoggio e ritensione;

- utilizzo di materiali di fabbricazione correnti;

- zone di tensione variabili.

LE PRINCIPALI CARATTERISTICHE TECNICHE
DEL FLYINGBELT SONO:

+ PORTATE FINO AD OLTRE 5000 T/H

+ GRANULOMETRIA: DA O A 400 MM

+ CAMPATE FINO A 500 M ED OLTRE

+ LARGHEZZA NASTRO DA 600 A 1600

+ RAGGI DI CURVA 2400 M

PENDENZE FINO A 30°

VELOCITA VEICOLO DI SERVIZIO 2.5 M/S

Flyingbelt is an aerial ropeway with conveyor belt set in
a deep, semicircular conejing trough. It combines the
advantages of traditional, long-distance conveyors in-
cluding, for example:

- use of multiple motor drums;

- booster advancement systems
(intermediate drives);

- use of towers and pressure frame supports;

- use of modern manufacturing materials;

- variable tension zones.

THE MAIN TECHNICAL FEATURES OF
FLYINGBELT ARE:

« CAPACITY OF OVER 5000 T/H

* GRAIN SIZE: FROM 0 TO 400 MM

« SPANS OF UP TO 500 M AND MORE

« BELT WIDTH FROM 600 TO 1600 MM

« CURVE RADIUS =400 M

INCLINES UP TO 30°

SERVICE TROLLEY SPEED UP TO 2.5 M/S

IL NASTRO SCORRE SU FILE DI GHIR-
LANDE VACKEM® DOTATE DI MEZZI
DI CENTRAGGIO - MEDIANTE CAVI
DI CONTROLLO - CHE ASSICURANO
UN’ESTREMA STABILITA.

IL SISTEMA BREVETTATO VACKEM®
PERMETTE INOLTRE DI OTTENERE
UNA CAPACITA SEZIONALE SUPE-
RIORE DEL 34-40% RISPETTO ALLA
CONCATRAPEZOIDALE 3 RULLIA30°.

OFFRE PERTANTO LA POSSIBILITA
DI PASSARE AD UN NASTRO DI LAR-
GHEZZA IMMEDIATAMENTE INFERIO-
RE PER UN IDENTICO TONNELLAG-
GIO TRASPORTATO.

THE BELT RUNS ON VACKEM® GAR-
LAND IDLERS WITH CONTROL ROPE
CENTRING MEANS FOR EXTREME
STABILITY.

THE PATENT VACKEM® SYSTEM AL-
LOWS A SUPERIOR SECTIONAL CA-
PACITY HIGHER THAN 34-40% WITH
RESPECT TO A THREE-ROLLER 30°
TRAPEZOIDAL TROUGH.

A SMALLER SIZED BELT CAN THERE-
FORE BE USED OFFERING THE SAME

Section of VACKEM camrying idlers 800 beit width CARRIED TONNAGE.







